**Important Note:** Ensure that all relevant personnel read the points listed below and that a copy is passed on to staff involved with the installation.

**YOU SHOULD HAVE:**
- A - Bin Outer c/w Lid
- B - Washer x 8
- C - Slotted Screw x 4
- D - Top Bracket - Hook x 2
- E - Top Bracket - ‘V’ Bracket x 1
- F - Top Bracket - ‘U’ Bracket x 1
- G - Bottom Bracket - ‘V’ Bracket x 1
- H - Bottom Bracket - ‘U’ Bracket x 1

**EQUIPMENT NEEDED:**
- Installation Instructions
- Screwdriver

**Method**

**1. UPPER MOUNTING (See Drawing)**
Place two screws (C) through washers (B) and push through top pre-drilled holes from inside of bin. From outside of bin place 2 off hooks (D) and ‘V’ bracket (E) onto protruding screws. Place ‘U’ bracket (F) around back of post resting on horizontal bar near top. Hook bracket under horizontal bar on post and fix screws to bracket.

**2. LOWER MOUNTING (See Drawing)**
Place two screws (C) through washers (B) and push through bottom pre-drilled holes from inside of bin. From outside of bin place ‘V’ bracket (G) onto protruding screws. Place ‘U’ bracket (H) around the post and fix the screws to the bracket.

---

A planned maintenance schedule of regular inspection is recommended, replacing components as necessary.

Replacement components are available direct from GLASDON.

GLASDON cannot be held responsible for claims arising from incorrect installation, unauthorised modifications or misuse of the product.

Issue 1 November 2010  Stock no. C000/0376
©Copyright November 2010. Glasdon reserve the right to alter specification without prior notice.